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= MAP ENTITLED, "HARTWOOD CLUB, INC.
SITE SUBDIVISION PLAN," SHEET 2 OF 3, PREPARED
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REVISION DATE OCTOBER 10, 2011.
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. OWNER OF RECORD / APPLICANT: ZONED DISTRICT: RR-1 (RESIDENTIAL RECREATION DISTRICT)
THE HARTWOOD CLUB, INC. MINIMUM PROPOSED
195 BAER ROAD REQUIREMENTS LOT 1
FORESTBURGH, NY 12777
LOT AREA: 100,000 S.F. 100,188 SF / 2.30+ ACRES
2. TAX MAP DESIGNATION: SECTION 38 BLOCK 1 LOT 15.1 LOT WIDTH: 200 FEET 303.0+ FEET
FRONT YARD: 75 FEET 122.3+ FEET
3. PARCEL ZONED: RR-1 (RESIDENTIAL RECREATION DISTRICT) REAR YARD: 100 FEET 133.1% FEET
SIDE YARD: 50 FEET 58.9+ FEET
4. TOTAL AREA: 1,955.6t+ ACRES MAXIMUM
5. EXISTING NO. OF LOTS: 1 PERMITTED
PROPOSED NO. OF LOTS: 2 BLDG. COVERAGE: 15 % <15%
BLDG. HEIGHT: 30 FEET <30 FEET
6. PROPOSEDLOT1: 2.30+ ACRES
PROPOSED REMAINING LANDS: 1,953.3+ ACRES
7. ALL KNOWN WELLS AND SEPTICS WITHIN 200 FEET OF THE PROPOSED WELL
AND SEPTIC HAVE BEEN SHOWN.
8. PROPOSED WASTEWATER SYSTEM FOR THE NEW LOT TO BE SERVICED BY A
BELOW GRADE ON-SITE SANITARY DISPOSAL SYSTEM DESIGNED BY A LICENSED
ENGINEER AND CONSTRUCTED IN ACCORDANCE WITH THIS DESIGN UNDER
REVIEW BY THE ENGINEER IN ACCORDANCE WITH THE ORANGE COUNTY LAWS,
RULES AND REGULATIONS.
9. PROPOSED WATER SUPPLY FOR THE NEW LOT WILL BE PROVIDED BY ON-SITE
DRILLED WELL.
10. A NEW YORK STATE LICENSED PROFESSIONAL ENGINEER OR LAND SURVEYOR
SHALL STAKE OUT THE LOCATION OF THE WELL AND SUBSURFACE
WASTEWATER DISPOSAL SYSTEM.
11. ALL EMBANKMENTS ARE TO BE GRADED AND SEEDED IMMEDIATELY UPON
BEING LAID BACK.
12. ALL EROSION CONTROL DEVICES ARE TO BE SET IN PLACE PRIOR TO ANY LAND
DISTURBANCE. DURING THE COURSE OF CONSTRUCTION, WHENEVER THE
TOWN BUILDING INSPECTOR AND/OR TOWN ENGINEER DETERMINE THAT
ADDITIONAL EROSION CONTROL DEVICES ARE REQUIRED, THEY SHALL BE
INSTALLED IMMEDIATELY BY THE DEVELOPER AT NO COST TO THE TOWN.
13. VERIFICATION OF SUITABLE TRENCH BOTTOM SOIL CONDITIONS TO BE MADE BY
A NEW YORK STATE LICENSED PROFESSIONAL ENGINEER.
14. THE CONSTRUCTION OF ALL SUBSURFACE WASTEWATER DISPOSAL SYSTEMS
WILL BE SUPERVISED, INSPECTED, AND CERTIFIED BY A NEW YORK STATE
LICENSED PROFESSIONAL ENGINEER TO THE TOWN OFFICIALS PRIOR TO
OCCUPANCY.
15. SOILS SHOWN ARE BASED ON AVAILABLE DATA FROM THE USDA WEBSOIL
SURVEY WEBSITE.
16. CONTOURS SHOWN ARE BASED UPON AN ACTUAL FIELD SURVEY PERFORMED
BY CONRAD, CLOSE & EWALD, PROFESSIONAL LAND SURVEYORS ON JULY 20, DRAWING LIST
2022 (N.V.G.D. 1929). 10F 3 | PRELIMINARY PLAT
17. THE APPROVED PLAT MUST BE FILED IN THE SULLIVAN COUNTY CLERK'S OFFICE 2 OF 3 SUBDIVISION DETAIL PLAN
PRIOR TO THE OFFERING OF LOT FOR SALE, AND WITHIN 62 DAYS OF FINAL
APPROVAL. 30F 3 SEPTIC DETAILS
16. REMAINING LANDS OF THE HARTWOOD CLUB, INC., ARE NOT TO BE
CONSIDERED FOR DEVELOPMENT AT THIS TIME.
TOWN OF FORESTBURGH
PLANNING BOARD APPROVAL
UNAUTHORIZED ALTERATION OR ADDITION TO A SURVEY MAP
BEARING A LICENSED LAND SURVEYOR'S SEAL IS A VIOLATION
OF SECTION 7209, SUBDIVISION 2, OF THE NEW YORK STATE
EDUCATION LAW.
| HEREBY CERTIFY THAT THIS SUBDIVISION IS BASED ON AN
ACTUAL FIELD SURVEY PERFORMED BY THE UNDERSIGNED ON
JULY 20, 2022.
DATE:
RAYMOND J. CLOSE, NEW YORK STATE P. L. S. LICENSE NO. 49042
REVISIONS 4 SOUTH STREET
DWN BY | REV DESCRIPTION DATE APPROVED JOH N D- FU LLER, P- E-, P-C- (PSO4R5)T J8E5R6\_/,:§'32]Y 12771
DL | 0 | FOR APPROVAL 10/11/22
DL | 1 | ADDED EMERGENCY VEHICLE TURN-AROUND 11/07/22 @1 . HARTWOOD CLUB SUBDIVISION

UNAUTHORIZED ALTERATION OR ADDITIONS TO A PLAN BEARING
THE SEAL OF A LICENSED ENGINEER OR LAND SURVEYOR IS A
VIOLATION OF SECTION 7209 SUBDIVISION 2 OF THE NEW YORK
STATE EDUCATION LAW.

COPIES OF THIS DOCUMENT WITHOUT A FACSIMILE OF THE
SIGNATURE AND AN ORIGINAL EMBOSSED SEAL OR ORIGINAL
STAMP IN BLUE OR RED INK OF THE PROFESSIONAL ENGINEER OR
LAND SURVEYOR SHALL NOT BE CONSIDERED VALID COPIES.

SECTION 38 BLOCK 1 LOT 15.41
HARTWOOD CLUB ROAD / T.R. #9
TOWN OF FORESTBURGH, NY

DWG TITLE

JOHN D. FULLER

REG. NO. 077703
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SCALE AS NOTED JOB NO. 1734.002
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BULK TABLE REQUIREMENTS:

ZONED DISTRICT: RR-1 (RESIDENTIAL RECREATION DISTRICT)

MINIMUM PROPOSED
REQUIREMENTS LOT 1

100,000 S.F. 100,188 SF / 2.30+ ACRES
200 FEET 303.0+ FEET

75 FEET 122.3+ FEET

100 FEET 133.1+ FEET

50 FEET 58.9+ FEET

MAXIMUM
PERMITTED

BLDG. COVERAGE: 15 % <15 %
BLDG. HEIGHT: 30 FEET <30 FEET

LOT AREA:
LOT WIDTH:
FRONT YARD:
REAR YARD:
SIDE YARD:
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0"-4"  TOPSOIL W/ROCK
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NO WATER
NO LEDGE
NO MOTTLING
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GRASS LINING

CHANNEL CROSS-SECTION

GRASS SWALE DETAIL

SCALE: N.TS. 2 OF 3

CONSTRUCTION SPECIFICATIONS:

1. ALL TREES, BRUSH, STUMPS, OBSTRUCTIONS AND OTHER OBJECTIONABLE
SHALL BE REMOVED AND DISPOSED OF SO AS NOT TO INTERFERE WITH THE
PROPER FUNCTIONING OF THE WATERWAY.

2. THE WATERWAY SHALL BE EXCAVATED OR SHAPED TO LINE, GRADE AND
CROSS SECTION AS REQUIRED TO MEET THE CRITERIA SPECIFIED HEREIN, AND
BE FREE OF BANK PROJECTIONS

3. ALL EARTH REMOVED AND NOT NEEDED IN CONSTRUCTION SHALL BE
SPREAD OR DISPOSED OF SO THAT IT WILL NOT INTERFERE WITH THE
FUNCTIONING OF THE WATERWAY. OR OTHER IRREGULARITIES WHICH WILL
IMPEDE NORMAL FLOW.

4. FILL SHALL BE COMPACTED AS NEEDED IN CONSTRUCTION TO PREVENT

UNEQUAL SETTLEMENT THAT WOULD CAUSE DAMAGE IN THE COMPLETED
WATERWAY.
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11.

12.

13.

14.

15.

16.

17.

DRIVEWAYS AND OTHER STRUCTURES WHICH MAY COMPACT THE SOILS
SHALL NOT BE CONSTRUCTED ON TOP OF ABSORPTION FIELD.

SEPTIC TANKS TO BE REINFORCED CONCRETE (SEE SANITARY REQ.

CHART FOR CAPACITY).

MINIMUM DISTANCE BUILDING TO ABSORPTION FIELD IS 20'".

PIPE FROM BUILDING TO SEPTIC TANK TO BE STRAIGHT.

SEPTIC TANK INLETS TO BE OPPOSITE OUTLETS.

DO NOT GRADE IN AREA TO BE USED FOR ABSORPTION FIELD.

NO CELLAR, FOOTING OR ROOF DRAINS SHALL DISCHARGE INTO

SEPTIC TANKS OR DRAIN FIELDS.

WELL MUST BE AT LEAST 100 FT. AWAY FROM LOWER TILE FIELD,

AND 200 FT. AWAY FROM HIGHER TILE FIELD IN THE DIRECT LINE

OF DRAINAGE.

THE DESIGN AND LOCATION OF SANITARY FACILITIES (WATER AND SEWER)
SHALL NOT BE CHANGED.

WHEN WELLS ARE WITHIN 25' OF THE FOOTING DRAIN, THE DISCHARGE
PIPE SHOULD BE WATERTIGHT.

VERIFICATION OF SUITABLE TRENCH BOTTOM SOIL CONDITIONS TO BE MADE
BY A LICENSED PROFESSIONAL ENGINEER.

THE SEWER DISPOSAL SYSTEM SHALL BE DESIGNED, LOCATED AND
CONSTRUCTED TO ALLOW FOR A 50% EXPANSION CAPABILITY FOR

FUTURE USE.

DIVERSION SWALES TO BE LOCATED UPHILL FROM THE SEWAGE DISPOSAL
AREA. THE DIVERSION SWALES ARE TO DIVERT RUNOFF AWAY FROM THE
SEWAGE DISPOSAL AREA AND THE FUTURE EXPANSION AREA.

ALL ON SITE SANITATION AND WATER SUPPLY FACILITIES SHALL BE BUILT IN
ACCORDANCE WITH DESIGN STANDARDS FOR WASTEWATER TREATMENT
WORKS DESIGN HANDBOOK OF THE N.Y.S. DEPARTMENT OF HEALTH.

ALL SUBSURFACE SANITARY SYSTEMS ARE DESIGNED BY A LICENSED
PROFESSIONAL ENGINEER IN ACCORDANCE WITH THE LATEST EDITION
STANDARDS OF THE N.Y.S. DEPARTMENT OF HEALTH. SEPTIC TANK

JOINTS ARE TO BE SEALED AND TESTED FOR WATERTIGHTNESS. CONSTRUCTION
WILL BE SUPERVISED, INSPECTED AND CERTIFIED TO THE TOWN OFFICIALS AND
THE N.Y.S. DEPARTMENT OF HEALTH AS COMPLETE IN ACCORDANCE

WITH THE APPROVED PLAN AND DEPARTMENT OF HEALTH STANDARDS

BY A NEW YORK STATE LICENSED PROFESSIONAL ENGINEER.

HEAVY EQUIPMENT SHALL BE KEPT OFF THE ABSORPTION FIELD AREA.
THERE IS TO BE NO UNNECESSARY MOVEMENT OF CONSTRUCTION
EQUIPMENT BEFORE, DURING OR AFTER CONSTRUCTION.

THIS SYSTEM WAS NOT DESIGNED TO ACCOMMODATE GARBAGE GRINDERS,
WATER CONDITIONERS. AS SUCH, THESE ITEMS SHALL NOT BE INSTALLED
UNLESS THE SEWAGE DISPOSAL SYSTEM IS REDESIGNED TO ACCOUNT
FOR THESE.

TOWN OF FORESTBURGH
PLANNING BOARD APPROVAL

» REVISIONS

IRON DWN BY | REV

DESCRIPTION DATE

APPROVED

ROD DL 0 | FOR APPROVAL

10/11/22

DL 1 | ADDED EMERGENCY VEHICLE TURN-AROUND

11/07/22

UNAUTHORIZED ALTERATION OR ADDITIONS TO A PLAN BEARING

THE SEAL OF A LICENSED ENGINEER OR LAND SURVEYOR IS A
VIOLATION OF SECTION 7209 SUBDIVISION 2 OF THE NEW YORK

STATE EDUCATION LAW.

COPIES OF THIS DOCUMENT WITHOUT A FACSIMILE OF THE

4 SOUTH STREET

JOHN D. FULLER, P.E., P.C. PORTJERVIS Ny 12771

(845) 856-1536

& HARTWOOD CLUB SUBDIVISION

i SECTION 38 BLOCK 1 LOT 15.41

HARTWOOD CLUB ROAD / T.R. #9
TOWN OF FORESTBURGH, NY

SIGNATURE AND AN ORIGINAL EMBOSSED SEAL OR ORIGINAL
STAMP IN BLUE OR RED INK OF THE PROFESSIONAL ENGINEER OR

LAND SURVEYOR SHALL NOT BE CONSIDERED VALID COPIES.

JOHN D. FULLER

REG. N

SUBDIVISION DETAIL PLAN | 2 OF 3
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36" TYPAR 3401
(OR APPROVED EQUAL)

MINIMUM SEPARATION DISTANCE (FEET) FROM

FILTER FABRIC (TYP) PROPERTY LINE (TYP) T R DRAINAGE
~ DO NOT BLOCK HOLES IN PIPE | 8' O.C. MIN. (TYP.) | 8' O.C. MIN. (TYP.) _| ; DITCH OR
\ \7' 0" MAX. COVER " |I " " ! ' " " lI " CONTOUR LINES WELL (f) OR WETLAND PROPERTY RAIN GARDENS
' 6 3 6 4MIN. | 6 3 6"|. 4MIN. _|6 3 6 (2" INTERVALS) MEAN HIGH SUCTION LINE OR WET POND (b) DWELL. LINE (b)(9)(h)
l FINISHED GRADE WATER MARK ,
NOTE: ‘0\,’0\ R ,0.:\ m YA 25 IF CI OR PVC 25| 3| 10! 10
/ ALL LATERALS NI G ]rglil’\gpc\)ffl\gom\ll\leD . — — - — - HOUSE SEWER W/ O-RING JOINTS,
SiEI=AEI=I= Si= R, QIR TN N NENTNC NN ! z = (WATERTIGHT JOINTS) -
SEE DETAILS THIS SHEET < ONT=N === N NN N SA SR I N L7 o SEPTIC TANK 50' 50' 10' 10' 10'
UND'@?@?&@ IF o SlI=IEIE ////>////\\ A eI /\\\\//\\\\/ SRR Z\\<\\\\<\ = ' ' EFFLUENT LINE TO DIST. BOX 50 50" 10 10 10
- NN By ey e v NN s S8 RN SO 2 WELL DISTRIBUTION BOX 100° 100° 20 10 50°
12" Min. Bed of Sand, Pea Gravel 7z //\// i llll N \\ : B \\ \\ Gt N // // | |
' ’ oo N ENIONIONE 0 NSNS L NN 100’ MIN. ' . \ \ - -
@ or Trench Aggregate 4" PERFORA?I\E\D/P/\\/\Cy ‘Illl 5 \5/_///\}}///(\ : g //\\////\\/ : tﬁk//\\\\/\\ % 100" MIN SEEPAGE PIT 150' (a) 100 20 10 50
\ AN UL UL : LU LD e S AN 7 ‘ DRY WELL (ROOF AND FOOTING) 50 25' 20' 10' 50'
P (TYP) HOLES MUST% o PELJENTINS s s /\\\/\\\ e et \///\/% o) RAISED OR MOUND SYSTEM ' - '
NN NN\ N\ /// i s IO o INTERMITTEN SAND FILTER (c) ' ' - - -
_ NS S NN N e A 2NN ¢ 100' (a) 100 20 10 50
(5) 4" Dia. Outlets 1-1/2" | 15-1/2" | // / / / / /\ \ \ \ \ D N \\ S N \ / K// \/OTH\ER IME)ERVlOUS LAY,ER ¥ /\ ! ! ! ! !
Sy N | | Sz 22222227 %2 7 % ) ) SRS RERERS | HOUSE , COMPOSTER 50 50 20 10 10
n R N BOUNDARY GONDITION GARAGE SANITARY PRIVY PIT 100" 50" 20' 10" 20' SUBDIVISION  CEMETERY
P /1_1,2.. ; T INSTALLER SHALL INSTALL A 6" LAYER OF WASHED > PRIVY, WATERTIGHT VAULT 50" 50" 20" 10" 10 BOUNDARY PROP. LINE
ﬁ [ N [ MEDIUM TO COARSE CONCRETE SAND TO MEET ASTM C33 SAND SPEC. <;t WELL (i) st 50 50"
11"
T _ " ' ' ' ' '
o ﬂ4-- J | 4 Dia ket '1 ez r‘ SEE ELJEN IN-DRAIN DESIGN AND INSTALLATION MANUAL THIS SHEET (SEC. 10.0 AND 11.0) NOTES: g S ABSORPTION FIELD 100'(a) 100 20 10 50 Tosrggmlmggm
: 5 o av7/ 'a ’ . 1. TRENCHES SHALL NOT BE INSTALLED IN WET SOIL. DQ: é ABSORPTION FIELD SOLID CURTAIN DRAIN, WELL CULVERT
v L yioceen  SLCTION QLR A e O B T Bl | RIS TN O o fOOECRIOOIE | s sever
UNUSED KNOCKOUTS OR EQUIVALENT : : | 50% EXPANSION = | NGHT PIPE) DRAIN EMBANKMENT OR ~ PIPES, SNOW STORAGE (NON-GASKETED PIPE)
SPECIFICATIONS TO REMAIN CLOSED NOTE: , Q STEEP SLOPE (1 ON 3) EASEMENT OR CATCH BASIN
PRECAST DISTRIBUTION BOXES DB-6 DIST. BOX DROP BOXES REQUIRED @ BEGINNING OF EA. 10" MIN. 35' 15' 25 10' 50"
@ SIEVE SPECIFICATION
Concrete Min. Strength: 4,000 psi at 28 days | MODEL DB-6 / 5-OUTLET BOX f ROW OF MODULES FOR SERIAL DISTRIBUTION
Reinforcement: #4 Rebar, 6x6x10ga. WWM - ON SLOPES GREATER THAN 8%. SIEVE SIZE | SQUARE OPENING |PERCENT PASSING - - — - — — = — (@) WHEN WASTEWATER TREATMENT SYSTEMS ARE LOCATED UPGRADE AND IN THE DIRECT PATH OF SURFACE WATER
Air Entrainment: 5% '
e o utyl Rubber Sealant Woodard's Concrete Products, Inc. . ~ SIZE (WET SIEVE) SEPTIC TANK ABSORPTION ?Eél\l/\lv,;(ﬁll_f TO A WELL, THE CLOSEST PART OF THE TREATMENT SYSTEM SHALL BE AT LEAST 200 FEET AWAY FROM
Pipe Connection: Polylok Seal (patented) 629 Lybolt Road, Bullville, | —— | FIELD )
Weight = 9,500 Ibs NY 10915 —] L L 0375 STREET DISTRIBUTION BOX (b) MEAN HIGH WATER MARK. WETLAND OR WATERCOURSE DETERMINATIONS SHOULD BE ADDRESSED WITH THE LHD
Load Rating: 300 psf (845) 361-3471/ Fax 361-1050 4@ NON-PERFORATED TIGHT JOINT - 9-5 MM 100 OR OTHER AGENCY HAVING JURISDICTION AND THE APPLICABLE NYSDEC REGIONAL OFFICE.
5" x 5" x 1-1/2" BAFFLE TO PIPE, SLOPE = 1/16" PER FT. MINIMUM. NOTES: (c) FORALL SYSTEMS INVOLVING THE PLACEMENT OF FILL MATERIAL, SEPARATION DISTANCES ARE MEASURED FROM
PRECAST DISTRIBUTION BOX DETAIL ] BE GROUTED IN PLACE NO. 4 4.75 MM 95 - 100 1. gg ,I"\;\:EAI':I'IEE;(?JSRBSEEWITHIN 100 FEET THE TOE OF SLOPE OF THE FILL, EXCEPT FOR SOME SHALLOW ABSORPTION TRENCH SYSTEMS AS DESCRIBED IN
8' 0.C. MIN. (TYP.) - SECTION 9.12.2 OF THE HANDBOOK.
2. MINIMUM DISTANCE BETWEEN THE BUILDING
SCALE: NTS. 3 OF 3 B NON-PERFORATED TIGHT JOINT NO. 8 236 MM 80 - 100 i feidiain ety b e (d) SEPARATION DISTANCES SHALL ALSO BE MEASURED FROM THE EDGE OF THE DESIGNATED ADDITIONAL USEABLE
PIPE TO EXTEND 2' FROM BOX. 5 M R A e T B - AREA (i.e., RESERVE AREA), WHEN AVAILABLE.
— - S - : (e) THE CLOSEST PART OF THE WASTEWATER TREATMENT SYSTEM SHALL BE LOCATED AT LEAST TEN (10) FEET FROM
1e— 4'MIN. UNDISTURBED SOIL~| S NO. 16 1.18 MM 50 - 85 DRAINAGE DITCH. ANY WATER SERVICE LINE (e.g., PUBLIC WATER SUPPLY MAIN, PUBLIC WATER SERVICE LINE OR RESIDENTIAL WELL
BETWEEN TRENCHES ; === TYPICAL LOT DIMENSIONS ; WATER SERVICE LINE).
4"% PERF. SDR 35 RIGID PVC —————= NO. 30 600 pm 25 - 60 (f) WHEN INTERMITTENT SAND FILTERS ARE DESIGNED TO BE WATERTIGHT AND COLLECT ALL EFFLUENT, THE
DISTRIBUTION PIPE LABELED R E— — : SCALE: N.T.S. OF SEPARATION DISTANCE CAN BE REDUCED TO 50 FEET.
AS MEETING ASTM STANDARDS | ' ——0 = NO. 50 300 pm 30F3 (g) THE LISTED WATER WELL SEPARATION DISTANCES FROM CONTAMINANT SOURCES SHALL BE INCREASED BY 50%
1" 07 MAX. COVER FOR USE IN SEPTIC SYSTEMS. | O — ' 5-30 WHENEVER AQUIFER WATER ENTERS THE WATER WELL AT LESS THAN 50 FEET BELOW GRADE. IF A 50% INCREASE
l _ GRAVITY FED SYSTEMS: = = CANNOT BE ACHIEVED, THEN THE GREATEST POSSIBLE INCREASE IN SEPARATION DISTANCE SHALL BE PROVIDED
L ATERALS TO BE ' = = NO. 100 150 pm 0-10 P WITH SUCH ADDITIONAL MEASURES AS NEEDED TO PREVENT CONTAMINATION.
INSTALLED LEVEL =—T— T WELL SEAL - CAMPBELL (h) RECOMMENDED; USE SITE EVALUATION TO AVOID OWTS SHORT-CIRCUITING TO THE SURFACE OR GROUNDWATER
o TorEmL e T NO. 200 75 um 0-5 MARTINSON LP-6 AND TO MINIMIZE IMPACTS ON OWTS FUNCTIONALITY.
' ' . E— 1—¢" (i) DRAINAGE PIPES WITHIN 25' OF ANY WELL MUST BE WATERTIGHT.
3" Min. Bed of Sand, Pea Gravel, AND OF LINES 6" WASHED MEDIUM TO COARSE MIN

11-1/2"
-

g

(3) 4" Polyloc Inlets
-

or Trench Aggregate

(3) 8" dia Covers
O | (2) #4 Rebar each way
—— ) O
'—\ M \/ _‘_o 14" Inlet
10° 0" #4 Rebar around perimeter 1" 6"
20" dia Cover 4 1| Liquid Level \ . ar
t—\ — 6"x6"x10/10 Wire Mesh
) == 3" Walls
! A
1 T 1
= Side View 3
| 50 |
Top View

SPECIFICATIONS

Reinforcement: #4 Rebar, 6x6x10ga. WWM
Air Entrainment: 5%

Construction Joint: Butyl Rubber Sealant
Pipe Connection: Polylok Seal (patented)
Weight = 9,500 Ibs

Load Rating: 300 psf

Concrete Min. Strength: 4,000 psi at 28 days

PRECAST SEPTIC TANKS
MODEL ST-1250/ 1250 GALLONS

Woodard's Concrete Products, Inc.
629 Lybolt Road, Bullville,
NY 10915
(845) 361-3471 / Fax 361-1050

TYPICAL CONCRETE SEPTIC TANK

(2

SCALE: N.T.S.

30F3

WOVEN WIRE FENCE

GAUGE W/ MAX. 6" MESH SPACING)

CONCRETE SAND TO MEET

TO BE CAPPED NYSDOT SAND SPEC 703-07.

PLAN

ASTM C33 SAND SPEC.

=

TYPICAL ELJEN SEPTIC TRENCH

SCALE: N.T.S.

Zabel A1800 Residential Filter
Model FEF-ZABEL1801

[

Zabel Filters are GRADE
certified to NSF
Standard 46 =2 S\ AR
- AR ARG
4" Sanitary Tee e eSS

MARTINSON

__?FO,P.E TO DRAIN AWAY FROM WELL
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ELECTRICAL SERVICE

1" TYPE K COPPER WATER

EMBANKMENT OR VERY STEEP SLOPE: IT IS RECOMMENDED THAT SYSTEM COMPONENTS BE LOCATED A MINIMUM OF 25

FEET AND THE ABSORPTION FIELD BE LOCATD A MINIMUM OF 50 FEET FROM AN EMBANKMENT OR VERY STEEP SLOPE.
MAXIMIZE SEPARATION DISTANCES AND USE SITE EVALUATION TO AVOID SHORT-CIRCUITING TO SURFACE (BREAKOUT OR
SEEPAGE).

SWIMMING POOLS (ABOVE OR BELOW GROUND): IT IS RECOMMENDED THAT SYSTEM COMPONENTS BE LOCATED A

MB-10
PS PITLESS
WELL

LINE WITH MINIMUM 4'-0" COVER
GROUT SEAL 1-1/2" THICK

REMOVABLE PLUG

— 4" PVC Pipe

18" |_— A1800 Filter

Pipe & Tee not
included

45° ELBOW \

4" PVC PIPE \

SPECIFICATIONS
Construction: PVC Plastic

SEPTIC TANK OUTLET FILTERS
ZABEL & POLYLOK BRANDS

INLET ?

=—  AS REQUIRED

A
3]

VC PIPE

APPROXIMATE DEPTH - 280+ FEET

45° WYE BRANCH

ADAPTER

PORTLAND CEMENT TO 40' MIN.

6" STEEL WELL CASING TO A
MINIMUM DEPTH OF 40'

10" FOR WELDED PIPE

12" FOR COUPLED PIPE

[V g5-0" WELL CASING TO BE
| MIN. GROUTED 5' MIN. INTO BEDROCK.
AN END OF CASING FIRMLY
SEATED MINIMUM 20' INTO
NOTES: ROCK. LIMIT OF GROUT.

L 11, WELL CONSTRUCTION TO CONFORM TO AWWA -100

il

5 OUTLET

Capacities:
Zabel A1800 = 800 gpd
Zabel A100 = 3000 gpd
Polylok PL-122 = 800 gpd / unit
(can be connected in series)

Woodard's Concrete Products, Inc.
629 Lybolt Road, Bullville,
NY 10915
(845) 361-3471 / Fax 361-1050

TYPICAL CLEANOUT DETAIL/ & \

TYPICAL EFFLUENT SCALE. NTS.
FILTER FOR SEPTIC TANK m
SCALE: N.T.S. W NOTES:

(MIN. 14 1/2

(]

30F3

LATEST REVISIONS AND SUBPART 5-1 APPENDIX 5B
OF THE NYS SANITARY CODE. MINIMUM YIELD 5
GPM.

2. INSTALL TOP OF CASING MINIMUM 24" ABOVE ANY
FLOOD LEVEL. IF THE DEPTH AT WHICH WATER CAN
ENTER THE WELL IS LESS THAN 50', THEN EITHER A
MIN. OF 50' OF CASING SHALL BE PROVIDED OR
SEPARATIONS MUST BE INCREASED BY 50% IN

ACCORDANCE WITH APPENDIX 5-B, TABLE 1, NOTE 1.

TYPICAL 6" WELL

SCALE: N.T.S.

1. ALL LATERALS IN USE SHALL BE EQUIPPED WITH A FLOW LEVELER.

2. FLOW LEVELERS SHALL NOT COMPENSATE FOR MORE THAN 1 1/4"
DIFFERENCE IN LATERAL INVERT ELEVATIONS. THE DISTRIBUTION BOX
SHALL BE RELEVELED AND THE FLOW LEVELERS READJUSTED.

30F3

(2
NG

WATER SYSTEM NOTES

MINIMUM OF 20 FEET AND THE ABSORPTION FIELD BE LOCATED A MINIMUM OF 35 FEET FROM SWIMMING POOLS. MAXIMIZE
SEPARATION DISTANCES AND USE SITE EVALUATION TO MINIMIZE IMPACTS ON OWTS ACCESSIBILITY AND FUNCTIONALITY.

SANITARY REQUIREMENT CHART

PERC. TRENCH MIN. LENGTH OF LENGTH OF
RATE WIDTH TILE FIELD TILE FIELD
LOT NO. (MIN.) INCHES REQUIRED (LIN. FT.) | PROVIDED (L.F.)
2BR. [3BR.| 4BR. 4 BR.
15 48 40 60 | 80
67 48 40 60 | 80
8-10 48 44 64 | 84
11-15 48 48 72 | 92
LOT 1 16-20 48 56 80 | 108 ] 3ROWS @ 36
21-30 48 64 92 | 124 | LF.=108L.F.
31-45 48 76 112 | 148 PROVIDED
46-60 48 84 124 | 164
SIZE OF SEPTIC TANK
R QUIRED (GAL ) 1000 | 1000 | 1250

NOTE: DESIGN BASED ON 110 GPD PER BEDROOM

MINIMUM SEPTIC TANK CAPACITIES

MINIMUM TANK MINIMUM LIQUID
NUMBER OF BEDROOMS CAPACITY (GALLONS) SURFACE AREA (SQ.FT.)
1,2, OR 3 1,000 27
4 1,250 34|
5 1,500 40
6 1,750 47

NOTE: TANK SIZE REQUIREMENTS FOR MORE THAN SIX BEDROOMS SHALL BE
CALCULATED BY ADDING 250 GALLONS AND SEVEN SQUARE FEET OF SURFACE AREA
FOR EACH ADDITIONAL BEDROOM. A GARBAGE GRINDER SHALL BE CONSIDERED

EQUIVALENT TO AN ADDITIONAL BEDROOM FOR DETERMINING TANK SIZE. A HOT

TUB/SPA SHOULD BE CONSIDERED EQUIVALENT TO AN ADDITIONAL BEDROOM FOR
DETERMINING TANK SIZE.

TOWN OF FORESTBURGH
PLANNING BOARD APPROVAL

r\ 10' MAX. C. TO C. 3. THE DISTRIBUTION BOX SHALL BE CHECKED 6-12 MONTHS AFTER 1. WELL CONSTRUCTION SHALL CONFORM TO THE MINIMUM STANDARDS SET FORTH
o INSTALLATION AND THE FLOW LEVELERS SHALL BE READJUSTED BY THE N.Y.S. DEPARTMENT OF HEALTH FOR RURAL WATER SUPPLY
T R i 36" MIN. LENGTH FENCE IF NECESSARY. .
N e e P POSTS DRIVEN MIN. 16" 2. SOFTENING OF HARD WATER SHOULD BE CONSIDERED ONLY IF EXCESSIVE.
1 | | INTO GROUND. FLOW LEVELER m HARDNESS IS FOUND. (GREATER THAN 150 MGIL).
R T T P I pre e GO £ R SCALE: N.T.S. 3 0F 3 3. THE LOCATION OF WELLS AND SEPTIC FIELDS SHALL NOT BE CHANGED.
L T TS | HEIGHT OF FILTER 4. FOOTING DRAINS WITHIN 25 FEET OF A WELL SHALL BE WATERTIGHT.
e e T T e = 16" MIN. CONSTRUCTION SPECIFICATIONS
Y B TR R e e i et L Y B 5. WELLS MUST BE INSTALLED AT LEAST 100 FEET FROM ALL SEPTIC SYSTEMS AND
N \\\-\\Jﬁ-‘\ L 8" MIN 1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES 200 FEET FROM ANY SEPTIC SYSTEM WHICH IS UPHILL FROM THE WELL.
Q\/o$ U v VooV v ] OR STAPLES. POSTS SHALL BE STEEL EITHER "T" OR "U" TYPE OR HARDWOOD. WATER SAVING FIXTURES NOTES 6. WELL CASING IS TO BE INSTALLED 20 FEET INTO IMPERVIOUS BEDROCK.
N\ N% N \%
2. FILTER CLOTH TO BE TO BE FASTENED SECURELY TO WOVEN WIRE 1. THE USE OF POST 1994 WATER SAVING FIXTURES ARE REQUIRED
PERSPECTIVE VIEW FENCE WITH TIES SPACED EVERY 24" AT TOP AND MID SECTION. IN THE DWELLING.
2. POST 1994 WATER SAVING FIXTURES SHALL BE AS DEFINED IN
FENCE SHALL BE WOVEN WIRE, 12 1/2 GAUGE, 6" MAXIMUM MESH OPENING. "INDIVIDUAL RESIDENTIAL WASTEWATER TREATMENT SYSTEM
36" MIN. FENCE POST \ '
N\ DESIGN HANDBOOK", NEW YORK STATE DEPARTMENT OF HEALTH,
WOVEN WIRE FENCE (MIN. 14 1/2 — T 3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER THEY SHALL BE OVER- 2012 ED. , TABLE 1-DESIGN FLOWS FOR VARIOUS HOUSEHOLD
%?‘H—?IEII\_/'\I/'/EI\IQACXL- OfimESH SPACING)\ LAPPED BY SIX INCHES AND FOLDED. FILTER CLOTH SHALL BE EITHER FILTER X, PLUMBING.
3. WATER SAVING PLUMBING FIXTURES SHALL BE DEFINED AS FOLLOWS:
20"MIN. MIRAFI 100X, STABILINKA T140N, OR APPROVED EQUIVALENT. A) 1.6 GAL PER FLUSH WATER CLOSETS.
B) 2.5 GPM MAX. FAUCETS / SHOWERHEADS.
FLOW UNDISTURBED 4. PREFABRICATED UNITS SHALL BE GEOFAB, ENVIROFENCE, OR APPROVED EQUIVALENT. ) REVISIONS
—— GROUND DWN BY | REV DESCRIPTION DATE APPROVED
T 5. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED WHEN
COMPACTED SOIL —— DL | 0 | FORAPPROVAL 10/11/22
"BULGES" DEVELOP IN THE SILT FENCE.
EMBED FILTER CLOTH 7 16"MIN. DL | 1 | ADDED EMERGENCY VEHICLE TURN-AROUND 11/07/22 J
AMIN. OF 6" IN GROUND. UNAUTHORIZED ALTERATION OR ADDITIONS TO A PLAN BEARING i
v THE SEAL OF A LICENSED ENGINEER OR LAND SURVEYOR IS A
—= 4" h— VIOLATION OF SECTION 7209 SUBDIVISION 2 OF THE NEW YORK
SILT FENCE DETAIL STATE EDUCATION LAW.
SECTION VIEW

SCALE: NTS 3 0F 3

2
N

COPIES OF THIS DOCUMENT WITHOUT A FACSIMILE OF THE
SIGNATURE AND AN ORIGINAL EMBOSSED SEAL OR ORIGINAL
STAMP IN BLUE OR RED INK OF THE PROFESSIONAL ENGINEER OR
LAND SURVEYOR SHALL NOT BE CONSIDERED VALID COPIES.

JOHN D. FULLER, P.E., P.

4 SOUTH STREET
C PORT JERVIS, NY 12771
" (845 856-1536

HARTWOOD CLUB SUBDIVISION

SECTION 38 BLOCK 1 LOT 15.41

HARTWOOD CLUB ROAD / T.R. #9
TOWN OF FORESTBURGH, NY
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